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OCTOBER 2004

LANJACK Mechanical Offering
LANJACK PACKAGE STYLE

Single RJ45 Length=.85"

With LED (4x2)

Single RJ45 Length=.85"

Without LED (4x2)

Single RJ45 Length=1"

 With LED (4x2)

Low Profile Single RJ45

Length=.94" With LED (6x2)

Multiport RJ45 Length=.85"

Without LED 4 of (4x2)

Dual RJ45 Length=.85"

Without LED 2 of (5/4)

Single RJ45 Length=1.3"

With LED  (6x2)

RJ45 + Dual USB (6x1)

RJ45 + Dual USB (6/4)

RJ45 + Dual USB (5x2)

TURNS RATIO PORTS LED DUAL NUMBER TECHNOLOGY FALCO LANJACK

TX RX USB OF COILS PART NUMBER

1:1 1:1 Single Yes No 5 10/100 Base-TX LJ1003

1:1 1:1 Single Yes No 4 10/100 Base-TX LJ1L01

1:1 1:1 Single Yes No 4 10/100 Base-TX LJ1005

1:1 1:1 Single Yes No 6 10/100 Base-TX LJ1006

1:1 1:1 Single No No 4 10/100 Base-TX LJ0001

1:1 1:1 Single No No 4 10/100 Base-TX LJ0002

1:1 1:1 Single No No 5 10/100 Base-TX LJ0003

1:1 1:1 Single No No 5 10/100 Base-TX LJ0004

1:1 1:1 Single No No 4 10/100 Base-TX LJ0012

1:1 1:1 Single Yes No 5 10/100 Base-TX LJ0011

1:1 1:1 Single Yes No 4 10/100 Base-TX LJ0016

1:1 1:1 Single Yes No 4 10/100 Base-TX LJ0018

1:1 1:1 Single Yes No 4 10/100 Base-TX LJ1002

1:1 1:1 Single Yes No 4 10/100 Base-TX LJ1004

1:1 1:1 Single Yes No 4 10/100 Base-TX LJ0019

1:1 1:1 Single Yes No 8 Gigabit LJ2001

1:1 1:1 Single Yes No 5 10/100 Base-TX LJ1008

1:1 1:1 Single No No 16 10/100 Base-TX LM1001

1:1 1:1 Single Yes No 24 Gigabit LM2001

1:1 1:1 Single Yes No 12 Gigabit LJ0013

1:1 1:1 Single Yes No 8 Gigabit LS2005

1:1 1:1 Single Yes No 12 Gigabit LS2006

1:1 1:1 Single Yes No 12 Gigabit LS2007

1:1 1:1 Single Yes No 8 Gigabit LS2014

1:1 1:1 Single Yes No 2 VOIP 10/100 Base-TX LP1001

1:1 1:1 Single Yes No 2 VOIP 10/100 Base-TX LP1002

1:1 1:1 Single Yes No 2 VOIP 10/100 Base-TX LP1003

1:1 1:1 Single Yes No 4 10/100 Base-TX LJ0015

1:1 1:1 Single Yes Yes 5 10/100 Base-TX LS1002

1:1 1:1 Single Yes Yes 5 10/100 Base-TX LS1005

1:1 1:1 Single Yes Yes 5 10/100 Base-TX LS1006

1:1 1:1 Single Yes Yes 4 10/100 Base-TX LS1007

1:1 1:1 Single Yes Yes 5 10/100 Base-TX LS1L01

1:1 1:1 Single Yes Yes 5 10/100 Base-TX LS1L02

1:1 1:1 Single Yes Yes 5 10/100 Base-TX LS1L03

1:1 1:1 Single Yes Yes 8 Gigabit LS2001

1:1 1:1 Single Yes Yes 16 Gigabit LS2002

1:1 1:1 Single Yes Yes 12 Gigabit LS2010

1:1 1:1 Single Yes Yes 12 Gigabit LS2016

1:1 1:1 Single Yes Yes 12 Gigabit LS2003

1:1 1:1 Single Yes Yes 12 Gigabit LS2004

1:1 1:1 Single Yes Yes 12 Gigabit LS2008

1:1 1:1 Single Yes Yes 12 Gigabit LS2011

1:1 1:1 Single Yes Yes 8 Gigabit LS2012

1:1 1:1 Single Yes Yes 8 Gigabit LS2015

1:1 1:1 Single Yes Yes 12 Gigabit LS2L04

1:1 1:1 Single Yes Yes 12 Gigabit LS2017

1:1 1:1 Single Yes Yes 5 10/100 Base-TX LS1004

1:1 1:1 Single Yes Yes 5 10/100 Base-TX LS1L04

1:1 1:1 Single Yes Yes 5 10/100 Base-TX LS1009
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Side View

10/100 Base-TX LANJACK RJ45 Single 1" with LEDs  4x2

PCB LayoutFront View

Front View

1000 Base-TX LANJACK RJ45 Single 1.3" with LEDs  6x2
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Side View PCB Layout

±

±

±

0.90[0.035]MAX

25.40[1.000]1.
00

±0
.1

8[
0.

03
9±

0.
00

7]

13
.4

5[
0.

53
0]

2.54[0.100] TYP

0.50±0.127[0.020±0.005]

15.88[0.625]

3.
50

[0
.1

38
]13

.4
5[

0.
53

0]

LED2 LED1

8 1

10
.8

9[
0.

42
9]

3.
05

[0
.1

20
]

4.
83

[0
.1

90
]

3.
30

[0
.1

30
]

2.
54

[0
.1

00
]

8-
ø

1.
02

[0
.0

40
]

10.92[0.430]

5.84[0.230]

8-ø0.90[0.035]

15.63[0.615]

11.43[0.450]

2.54[0.100]

0.64[0.025]

1.27[0.050]

2-ø3.25[0.128]

2-ø1.60[0.630]

9 10 11 12

2-ø1.57[0.618]

12-ø0.90[0.035]

4-ø1.02[0.040]

16

12

16.13[0.635]

1.02[0.040]

2.03[0.080]2.
54

[0
.1

00
]

2.54[0.100]

18
.4

2[
0.

72
5]

3

7 8 9

13 14

1 2

1110

15

54 6

1.71[0.067]

3.
18

[0
.1

25
]

12.70[0.500]

2-ø3.25[0.128]
1.00±0.18

[0.039±0.007]

7.75±0.254
[0.305±0.010]

13
.6

1±
0.

25
4

[0
.5

30
±0

.0
10

]

0.50±0.127
[0.020±0.005] (TYP)

16.40±0.254
[0.645±0.010]

3.5±0.254
[0.138±0.010]

LED2 LED1

8 1

2.54
[0.100]

8.90[0.350]

1.27[0.050]

3.
34

[0
.1

30
]

16.00[0.630]

11.43[0.450]

2

37

6 4

5 1

3.
05

[0
.1

20
]

8

10
.9

2[
0.

43
0]

2.
54

[0
.1

00
]

3.25[0.128](2 PLACES)

1.63[0.064](2 PLACES)

0.89[0.035](8 PLACES)

21.59[0.850]
16.00[0.630]

13
.5

9[
0.

53
5]

13
.5

9[
0.

53
5]

8.89[0.350]



3 of 4
+1.305.662.7276  •  www.falco.com  •  sales@falco.com

OCTOBER 2004

LANJACK Mechanical Offering

Side View

100 Base-TX LANJACK RJ45 Dual USB 6x1

PCB LayoutFront View

Front View

1000 Base-TX LANJACK RJ45 Dual USB 6/4
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Side View PCB Layout

UNIT: mm[inch], UNSPECIFIED TOLERANCE .XX ± 0.25[0.010]

Side View

100 Base-TX and 1000 Base-TX LANJACK RJ45 Dual USB 5x2

PCB LayoutFront View

Front View

100 Base-TX and 1000 Base-TX LANJACK RJ45 Dual USB 5x2 with symmetrical ground pins
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Side View

100 Base-TX and 1000 Base-TX LANJACK  RJ45 Low Profile 0.94" with LEDs 6x2

PCB LayoutFront View

Front View

1000 Base-TX LANJACK Multiport Stacked 2X1
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